
Recommended ADvANTI-FLOW® Poult Drinker Options

Flow Rate Channel 
Style Catch Cup Nipple

Style
Birds Per 

Nipple

Poult Flow 60+ standard Yes Disc 10 to 16

These recommendations are intended to be used as guidelines only.  many other factors such as ventilation; 
bird type, size and weight; climate conditions; etc. must be considered when choosing the correct system 
and flow rate.  Choosing a system without considering these factors can result in poor litter conditions and 
poor performance.  Contact your local authorized Chore-Time distributor for help in matching the best 
system with your individual needs. Anti-roost system required. 

At 1 - 3 Days, set
the Nipple Height
as shown below,
The Water Column
should be set at
4" - 6" (100mm - 150mm)
as shown at the left.

At 3 - 21 Days, set
the Nipple Height
as shown below,
The Water Column
should be set at
8" - 14" (203mm - 355mm)
as shown at the left.

At 21 Days to Grow-Out
set the Nipple Height
as shown below,
The Water Column
should be set at
14" - 22" (355mm - 560mm)
as shown at the left.
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At 1 - 3 Days,set 
the Nipple Height
as shown below,
The Water Column
should be set at 
2" - 4" (50mm - 100mm)
as shown at the right.

At 1 - 3 Days, set 
the Nipple Height
as shown below,
The Water Column
should be set at 
4" - 6" (100mm - 150mm)
as shown at the left.

1 - 3 Days
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