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* Pullet tube configurations also available with openings for E-Z START® 
Feeders for use during brood.

GENESIS® Pullet Feeder
Chain 

Feeder

Tube 
Configuration*

Maximum  
Birds per 

Tube

Chore-Time  
Recommended  
Birds per Tube

Total Birds  
per Chain  

at 4.6 in. (11.7 cm)  
per Bird

4 pan 12 ft.  
(3.66 m) 80 72 63

4 pan 10 ft.  
(3.05 m) 80 72 52

* Pullet tube configurations also available with openings for E-Z START® 
Feeders for use during brood.

GENESIS® 
Pullet Feeder Space Comparison

GENESIS® Pullet Feeder Specifications
   Recommended  

Feed Level Setting #2

  Flood Windows Available as an option

  Birds per Pan 16-20 (18 recommended)

  Pan Spacing Options* 4 per 12-foot (3.66 m) tube
3 per 10-foot (3.05 m) tube

  Maximum System Length 600 ft. (183 m)

  Feed Delivery Speed 
  (mash, crumbles, pellets)

165 ft. (50 m) per minute 
for loop, 90 ft. (27.4 m) per 

minute for straight-line

  Feed Delivery Rate 
  (mash, crumbles, pellets)

65 lbs. (29.5 kg) per minute 
for loop, 35 lbs. (15.9 kg) 

per minute for straight-line
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