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GENESIS® Breeder Feeder Specifications  
   Recommended  

Feed Level Setting #2

  Flood Windows Available as an option

  Adjustable Grill Yes

  Birds per Pan 15-18 (16 recommended)

  Pan Spacing Options 4 per 12-foot (3.66 m) tube
3 per 10-foot (3.05 m) tube

  Maximum System Length 600 ft. (183 m)

  Feed Delivery Speed 
  (mash, crumbles, pellets)

165 ft. (50 m) per minute 
for loop, 90 ft. (27.4 m) per 

minute for straight-line

  Feed Delivery Rate 
  (mash, crumbles, pellets)

65 lbs. (29.5 kg) per minute 
for loop, 35 lbs. (15.9 kg) 

per minute for straight-line

GENESIS® Feeder
Chain 

Feeder

Tube 
Configuration

Maximum 
Birds per 

Tube

Chore-Time 
Recommended 
Birds per Tube

Total Birds 
per Chain

at 6 in. (15 cm) 
per Bird

4 pan 12 ft.  
(3.66 m) 72 64 48

3 pan 10 ft.  
(3.05 m) 54 48 40

GENESIS® Breeder Model Grill Options
Grill opening height and 
width are adjustable for 
hen access to feed while 
also excluding roosters.
 

Inches mm

Width 1.61-1.96 41-50

Height 2.17-2.95 55-75

Grill adjustment increments of 1 mm 
for width and 5 mm for height. 
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