
Hz Static Pressure .10" Static Pressure .15" Static Pressure 25 Pa Static Pressure 37 Pa

56555-3

Tested at 
50 Hz

42.0 32,200 20.1 30,700 18.2 54,800 34.2 52,200 30.9

0.86 20427** 380V  
3 Ph

38.3 29,200 23.1 27,500 20.4 49,600 39.3 46,700 34.7

33.3 24,600 27.6 22,400 23.4 41,800 46.9 38,100 39.7

28.3 18,400 29.9 15,000 22.7 31,300 50.7 25,400 38.5

Hz Static Pressure .10" Static Pressure .12" Static Pressure 25 Pa Static Pressure 30 Pa

23.3 12,100 32.0 9,900 26.3 20,600 54.4 16,800 44.8

Hz Static Pressure .10" Static Pressure .15" Static Pressure 25 Pa Static Pressure 37 Pa

56555-3

Tested at 
60 Hz

42.0 32,300 20.2 30,600 18.0 54,900 34.4 51,900 30.5

0.86 20428** 480V 
3 Ph

38.3 29,200 23.0 27,400 20.2 49,700 39.1 46,500 34.3

33.3 24,600 27.6 22,300 23.0 41,700 46.8 37,800 39.1

28.3 18,500 30.0 15,000 22.7 31,400 50.9 25,500 38.7

Hz Static Pressure .10" Static Pressure .12" Static Pressure 25 Pa Static Pressure 30 Pa

23.3 12,300 32.1 9,900 26.0 20,900 54.5 16,800 44.1

STANDARD 
MOUNT U.S. MEASURE METRIC

Air 
Flow 
Ratio

BESS 
Lab Test 

No. PowerPart No. Hz

Static Pressure .10" Static Pressure .15" Static Pressure 25 Pa Static Pressure 37 Pa

CFM CFM/Watt CFM CFM/Watt CMH CMH/Watt CMH CMH/Watt

56555-1 

Tested at 
60 Hz

42.0 32,100 19.2 30,600 17.3 54,600 31.0 52,000 34.0

 
0.86

20429

230V
1 Ph

Hz Static Pressure .10" Static Pressure .15" Static Pressure 25 Pa Static Pressure 37.5 Pa

20084*

41.8 32,000 19.7 30,500 17.6 54,300 33.6 51,900 30.0

38.1 28,900 22.5 27,100 19.7 49,000 38.3 46,100 33.5

33.0 24,400 27.5 22,100 23.0 41,400 46.8 37,600 39.1

28.1 18,200 29.8 14,800 22.5 31,000 50.6 25,200 38.3

23.2 11,900 31.8 6,600 15.9 20,300 54.0 11,300 27.0

56555-2

Tested at 
60 Hz

42.0 32,100 20.0 30,400 17.7 54,500 34.0 51,600 30.1

0.86 20085* 230V  
3 Ph

38.2 28,800 22.8 27,100 19.9 48,900 38.8 46,100 33.7

33.2 24,400 27.6 21,900 22.7 41,400 46.9 37,200 38.6

28.2 18,300 29.9 14,700 22.4 31,100 50.8 25,000 38.1

23.2 11,400 30.5 6,500 15.5 19,400 51.8 11,000 26.4

56555-2

Tested at 
50 Hz

42.0 31,800 19.8 30,500 17.9 54,100 33.7 51,700 30.4

0.86 20086* 230V 
3 Ph

38.2 28,700 22.6 27,000 19.9 48,900 38.4 45,900 33.9

33.2 24,200 27.1 21,900 22.6 41,100 46.0 37,200 38.5

28.2 18,300 30.0 14,600 22.3 31,000 51.0 24,800 37.9

23.2 11,500 31.0 6,400 15.7 19,600 52.7 10,900 26.6

Let’s grow together®

  *Note: fan sub-assembly 56555-1P
**Note: fan sub-assembly 56555-3P

See next page for FLUSH MOUNT Fans

EnduraMax ™ Direct-Drive Fan Specifications



  *Note: fan sub-assembly 56555-1P
**Note: fan sub-assembly 56555-3P

56911-1

Tested at 
60 Hz

42.0 32,200 18.6 30,700 17.0 54,800 31.7 52,200 28.9

0.86 21079* 230V 
1 Ph

38.3 29,200 21.7 27,500 19.2 49,600 36.8 46,800 32.6

33.3 24,600 26.2 22,400 22.0 41,800 44.5 38,000 37.4

28.3 19,700 31.8 16,500 24.4 33,400 54.0 28,100 41.5

23.3 12,400 31.9 7,200 16.9 21,100 54.3 12,200 28.7

56911-2

Tested at 
60 Hz

42.0 32,100 19.1 30,500 17.3 54,500 32.4 51,900 29.4

0.86 21080* 230V  
3 Ph

38.3 29,200 21.9 27,300 19.1 49,600 37.2 46,300 32.4

33.3 24,700 26.5 22,400 22.1 42,000 45.0 38,000 37.5

28.3 19,500 31.8 16,300 24.5 33,200 54.1 27,800 41.7

23.3 12,100 31.9 7,100 16.6 20,600 54.3 12,000 28.1

56911-3

Tested at 
50 Hz

42.0 31,900 19.3 30,500 17.6 54,200 32.8 51,800 29.9

0.86 20436** 380V
3 Ph

38.3 29,000 22.3 27,100 19.6 49,300 38.0 46,000 33.3

33.3 24,500 26.8 22,300 22.7 41,600 45.5 37,900 38.5

28.3 19,500 31.8 16,400 24.7 33,200 54.1 27,900 42.1

Hz Static Pressure .10" Static Pressure .12" Static Pressure 25 Pa Static Pressure 30 Pa

23.3 12,200 31.7 10,000 26.0 20,700 53.9 17,000 44.1
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EnduraMax ™ Direct-Drive Fan Specifications (continued)

FLUSH 
MOUNT U.S. MEASURE METRIC

Air 
Flow 
Ratio

BESS 
Lab Test 

No. PowerPart No. Hz

Static Pressure .10" Static Pressure .15" Static Pressure 25 Pa Static Pressure 37 Pa

CFM CFM/Watt CFM CFM/Watt CMH CMH/Watt CMH CMH/Watt


